
User’s manual for  

Gateway 3DS Traveler 2.0’s Lithium battery pack 
device by Pascelectric 

 

 

Gateway 3DS Traveler 2.0  is  a wifi Hotspot (access point) +TCP server + HTTP 

server allowing HTML code injection needed to launch gateway mode for 

Gateway 3DS card 3.x in web browser of Nintendo’s 3DS/3DS XL console. 

Compatible with 3DS/3DS XL with system version in the range 4.0 to 9.2 

included.  

 

This Lithium Battery pack is suited to plug to the Gateway 3DS Traveler 2.0 to 

power it. Power on with push button and power off with push button. Just 

plug it to the Traveler and power on to use. You can also use it as a tank power 

to recharge any device not related with 3DS with the USB Output Port (then 

the 3-pin plug is not used for the Traveler). 

 

 

 

Lithium battery pack is a 18650 Lithium/ion battery 2200mAh with a red LED digital display of the exact current 

voltage of the battery to know where you go. 

Nominal voltage is 3.7V and when your battery voltage is more than this minimum, the Gateway 3DS Traveler 

2.0 will indicate a maximal charge of the power pack (Battery Level green LED will not fade when indicating 

level) 

 

This battery module allows to recharge your lithium battery with a micro-USB 5V cable (provided with the 

module, blue cable). You must connect to other side of this cable to the USB port (5V) of a home transformer 

or another source able to deliver 5V with a current of 1000mA. If you use a USB port from a PC it will work, but 

will take much more time for a full recharge. 

 

Your module is fully protected against low discharge (low voltage damages lithium batteries, 2.5V is the low 

voltage not to reach), protected against over voltage (4.2 volt is an absolute maximum not to reach while 

charging, the module will limit to 4.15V max during charging) and there is also protection against overcurrent 

consumption (not more than 2amps delivered by the battery, that is to say 5Watts to 8Watts depending on the 

battery voltage). 

 

When the low voltage (2.5V) is reached, the module will automatically shut off. You then can’t power ON 

unless you recharge the battery (with micro-USB port only!!). Don’t think that the module is broken: only 

charge with micro-USB. 

 

When charging, the “Charging” red LED lights. Then when the charge is complete the “Charged” green LED 

lights and the “Charging” LED shuts off. A full charge of the battery with a home transformer delivering 

5V/1000mA lasts  a little bit more than 2 hours if the battery was fully discharged. If you use a PC 5V/500mA 

port, this time will be doubled. 

 

You can use the USB Port of this module to power any device consuming 5V and max 1000mA. So you can 

recharge your 3DS with this USB Port. The capacity of the lithium battery allows a full recharge of the 3DS 

battery if you need (with the USB to 3DS cable provided with the Gateway 3DS Traveler 2.0 module). 

 

See url :  http://pascelectric.wordpress.com/gateway3dstraveler 
 


